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CASEIH SCS 4600 Series Firmware Release Notes 

Version: 1.90 

1. Added diagnostic screens and support for Sidekick Pro. 

2. Modified Pressure display to display next to product it relates to and alternates with RPM is both are 

present. 

3. Added support for new NH3 Product controller. 

Version: 1.80 

1. Added spansion flash IC support. 

2. Correct issue with product node version 1.30 turning off intermittently. 

3. Added valve advane feature. 

4. Added Autofold error count screen. 

5. Fixed display of right side Autoboom alarms. 

6. Display valve output status in data menu for fast/standard valves. 

7. Fixed glitch where the console wouldn’t get past the splash screen with the data logger turned on. 

Version: 1.70 

1. Added multi-console configuration support via CAN bus 

2. Corrected intermittent issues with Viper communication through the serial port. 

3. Added features for Autoboom Center Rack control and diagnostic viewing. Added additional button pushes 

to raise/lower booms and center rack through the diagnostics screen. 

4. Corrected CAN communication issues between 4070 console and Accuboom combo node resulting in 

incorrect rate and speed readings. 

5. Added Russian, Spanish, and Portuguese language options. 

Version: 1.60 

1. Added features for Autoboom including: Stability, Min pressure %, metric units, enhanced diagnostics, 

Pressure Settings for PG+. 

2. Added decimal place to BAR pressure. 

Version: 1.58 

1. Fixed increment/decrement switch glitch.   

2. Fixed language text length issues for the Spanish and Portuguese consoles. 

3. Saved Pressure units to EEProm. 

Version: 1.56 

1. Fixed issue where speed wasn't being read in.  

Version: 1.55 

1. Added SCS 4070 capability. 

2. Added Case IH Integrated Auto-boom capability. 
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Version: 1.54 

1. Removed SCS 4000 text for compatibility with 5000.  

2. Allow Autoboom mode to change to Powerglide plus with no sensors installed.  

Version: 1.53 

1.   Fixed SCS4000 boom status display glitch.      

2.   Fixed SCS4400/4600 standard valve remaining increasing/decreasing with booms shut off.   

3.   Fixed SCS4000 and Case SCS4600 serial ID#. 

Version: 1.52 

1. Fixed Autoboom Audible alarm error when enabling booms with joystick after Autoboom Master Power 

enabled using Master boom switch.  After Master power is enabled, reminder beep to enable booms only 

occurs once instead of every 16 seconds 

Version: 1.51 

1. Added 4 byte Datalog file string.         

2. Fixed SCS 4000 Boom Select.           

3. Fixed 5 product AUTO/MANUAL display glitch. 

4. Height shown in Powerglide if available.  Center rack height shown on console instead of set height if 

available.  Ignore height error during calibration.   

Version: 1.50 

1. PWM options read "OPTION NOT APPLICABLE" when programmed in PWM.                                       

2. Removed ability to toggle a CAN node setting to installed.  Node will be sensed upon bootup.             

3. Added a CAL summary page as 5th data menu category.      

4. Data Menu key returns to previous data menu option instead of Data Log on/off.                                                          

5. Added Autoboom compatibility.                            

6. Added Envizio/Accuboom CAN compatibility.                

7. Added ability to INC/DEC PWM Valve in manual with off and PWM Preset programmed.  

8. Added spinner control selection for CAN nodes V1.24 or higher.                                                  

9. Added default valve cal based on valve selection.        

10. Added default boom selects for Gran 3 selection.         

11. Spreader Constant selection moved to first page of product menu. 

Version: 1.40 

1. Updated software to run 5 products. 

Version: 1.31 

1. Fixed problem with fast close valve not reopening low limit is set and zero speed shutoff is disabled. 

Version: 1.30 

1. Added low limit flow control. Added Tier control and pump RPM. 

Version: 1.29 

1. Fixed speed input issue. 
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Version: 1.28 

1. Fixed Inverse PWM output on startup. 

Version: 1.27 

1. Fixed Version display bug. 

Version: 1.26 

1. Added data menu feature to enable/disable variable rate control information from serial and CAN ports. 

Version: 1.25 

1. Fixed count area when in handgun mode and no Rate Cal.  Minor bug fixes with off rate and dual sensor 

alarms. 

Version: 1.24 

1. Minor bug fixes with Ratio Rate mode. 

Version: 1.23 

1. Fixed bug with not saving units selection when changing another cal option.   

2. Fixed displayed vol per area for Product 1 when in Ratio Rate mode and in manual. 

Version: 1.22 

1. Added Ratio Rate mode.   

2. Fixed volume increment bug upon boom status change.   

3. Fixed recognition problem with having one product control node on bus during address cal.  No longer 

count area while product is shut off. 

Version: 1.21  

1. Added variable rate control through CAN port for NTech RT200.              

2. Added ability to INC/DEC valve in manual in PWM mode with booms OFF.    

3. Read Datalog Version and current filename.  Show PWM Output Status in data menu.  Indicate CAN 

product nodes found during readdressing.  Allow 5 Digit Meter Cal (up to 65529). 

Version: 1.20 

1. Added feature in CAN menu to readdress Product Control nodes.       

2. Fixed area calculation error for Products 2 and 3.    

3. Allow 5 Digit Spreader Constant (up to 65529). 

Version: 1.13 

1. Fixed "CAL PSI" display glitch, made "Radar - SP2" default speed selection. 

Version: 1.12  

1. Allowed for CAN nodes to send LOW SPD alarm, made visual rate change alarm shut off when Rate 

Change Alarm is shut off, minor display text changes. 

2. Removed GPS menu options. 
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Version: 1.11 

1. Made zero speed shutoff programmable.          

2. Fixed bug when entering new PWM frequency. 

Version: 1.10  

1. Added 3 prod capability through CAN bus, liquid or granular control. 

Version: 1.00 

1. Original release 4000 series software. 

 

 

 

 


