
1211BR – PILOTO ELÉTRICO MD – CR12™/TC E RS1™ 4G (COM TOMADA ISO)

Solução para clientes que desejam um sistema de piloto automático elétrico. Está contemplado o 

computador de campo Raven CR12™ e dispositivo RS1™ (piloto, telemetria e GPS escalável) e pré-

disposto para módulo de controle de produto ISO

Kit CR12™ – MD - RS1™ – C/ tomada ISO

KIT 1212BR Descrição Qtd

1-077-0180-256 CÓDIGO DE DESBLOQUEIO, WAAS A GS PRO 1

Kit CR12™ – MD - RS1™ – C/ tomada ISO

KIT 1213BR Descrição Qtd

1-077-0180-257 CÓDIGO DE DESBLOQUEIO, WAAS A RTK 1

Kit CR12™ – MD – RS1™ – C/ tomada ISO

KIT 1211BR Descrição Qtd

1-117-2300-001
KIT, CONSOLE, CR12™, DESBLOQUEIO 

UT/TC, SUPORTE INST RAM C
1

1-117-5001-035 
KIT RS1™ 2G/3G INTERNACIONAL, SINAL 

AUTÔNOMO.
1

1-121-0000-042 
ANTENA CELULAR COM BASE 

MAGNÉTICA
1

1-077-0180-197 DESBLOQUEIO CELULAR RS1™ 1

1-115-7300-136 CABO CONSOLE VIPER 4+ TOMADA ISO 1

1-117-5030-197 KIT ATUADOR MÊCANICO RS1 MD 1

1-117-5030-021 KIT, INST MD, 7/8” X 36 1

1-115-7300-055 CABO CHASSIS COM TOMADA ISO/IBBC 1

1-115-4010-028 CABO HDU, CAB, CHAVE MASTER E PEDAL 1

1-063-0173-961 CHAVE MASTER 1

1-117-5001-051 KIT, TETO, RS1 MAGNÉTICO 1



KIT, RS1, 3G/2G MODEM, SEM DESBLOQUEIOS

117-5001-035

RS1, INTERNATIONAL 2G/3G MODEM, BASE MODEL, NO UNLOCK

063-0173-922BNN

CBL CONS VIPER4 VT STR SWITCH

115-7300-136
KIT ATUADOR MECÂNICO RS1 MD

117-5030-197

CABLE, RS1, MDU

115-4010-008

ANTENNA, NMO MOUNT, CELLULAR LTE, WITH MAG BASE, 36", RIGHT ANGLE TNC 

121-0000-042

CABLE, HDU, CAB SWITCH BREAKOUT WITH MASTER

115-4010-028

FOOT SWITCH ASSEMBLY, ENABLE, 2 PIN

063-0172-470

SOFTWARE, RS1, CELLULAR UNLOCK

077-0180-197

FIELD COMPUTER, CR12

063-0173-776BNT

KIT, CONSOLE, CR12, DESBLOQUEIO UT, SUPORTE INST RAM C

117-2300-001

077-0180-223

DESBLOQUEIO CONTROLADOR DE TAREFAS ISO, CR7™/CR12™
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