
1207BR – PILOTO ELÉTRICO MD – CR7™/TC E RS1™ (COM TOMADA ISO)

Solução para clientes que desejam um sistema de piloto automático elétrico. Está contemplado o 

computador de campo Raven CR7™ com desbloqueio de controlador de tarefas e dispositivo RS1™ 

(piloto, telemetria e GPS escalável) e pré-disposto para módulo de controle de produto ISO.

Kit CR7™ UT/TC – MD - RS1™ – C/tomada ISO

KIT 1207BR Descrição Qtd

1-117-2295-005TN
KIT CR7™ COM SUPORTE INSTALAÇÃO RAM 2,5” E 

DESBLOQUEIO UT/TC
1

103-0001-032 CLAMP, RAM, RAIL, 1,0” BALL 1

115-8000-330 HRNS, IN-CAB, TEE, RS1™, 4.5M 1

115-8000-327 HARNESS, IN-CAB, CR7™, STAND ALONE 1

1-117-5030-209 KIT, MD, COM TOMADA ISO/ IBBC, RS1™ 1

1-117-5030-200* KIT INST RS1™ MD 7/8” x 36 1

1-117-8000-377 KIT, MD, MOTOR + ANTI ROTAÇÃO PIN 1

1-115-8000-372 CABO, INTERRUPTOR, 2M, DT2P, DT2P 1

1-117-5001-035 KIT RS1™ 2G/3G INTERNACIONAL, SINAL AUTÔNOMO. 1

1-121-0000-042 ANTENA CELULAR COM BASE MAGNÉTICA 1

1-077-0180-197 DESBLOQUEIO CELULAR RS1™ 1

Kit CR7™ UT/TC – MD - RS1™ – C/tomada ISO

KIT 1208BR Descrição Qtd

1-077-0180-256 
CÓDIGO DE DESBLOQUEIO, WAAS A GS 

PRO
1

Kit CR7™ UT/TC – MD -  RS1™ – C/tomada ISO

KIT 1209BR Descrição Qtd

1-077-0180-257 CÓDIGO DE DESBLOQUEIO, WAAS A RTK 1



1207BR - PILOTO ELÉTRICO MD – CR7™/TC E RS1™ (COM TOMADA ISO)

063-0173-875NNN

CR7

115-8000-327

HARNESS, IN-CAB, CR7™, STAND ALONE
1-117-2295-005TN

KIT CR7™ COM SUPORTE INSTALAÇÃO RAM 2,5” E DESBLOQUEIO UT/TC

115-8000-330

HRNS, IN-CAB, TEE, RS1™, 4.5M

1-117-5030-209

KIT, MD, COM TOMADA ISO/ IBBC, RS1™

063-4001-010,

MDU, SMARTRAX MD ASSEMBLY

1-117-8000-377

KIT, MD, MOTOR + ANTI ROTAÇÃO PIN

HARNESS, REMOTE GO, 2M 

115-8000-372

063-0173-922BNNN

RS1, INTERNATIONAL 

2G/3G MODEM, BASE 

MODEL, NO UNLOCK

1-117-5001-035

KIT RS1™ 2G/3G INTERNACIONAL, SINAL AUTÔNOMO.

DESBLOQUEIO CELULAR RS1™

1-077-0180-197 
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